
Telecom

IP 65 Weatherproof protection
ÌÌ SuperiorÌresistanceÌtoÌdustÌandÌwater
ÌÌ PerfectÌforÌinsideÌorÌoutsideÌinstallation

Vandal resistant (IK9 rated)
ÌÌ Ì4ÌmmÌthickÌaluminiumÌhousing,ÌtamperÌresistantÌproofÌ
screws,ÌarmedÌhandsetÌcordÌwhichÌcannotÌbeÌdismantled

Efficient
ÌÌ ÌFlushÌorÌsurfaceÌmount
ÌÌ ÌKeypadÌwithÌBrailleÌdots
ÌÌ ÌKeypad,ÌbuttonsÌandÌlabelÌdisplayÌcanÌbeÌcontinuouslyÌÌ
back-lightedÌandÌ(or)ÌwhenÌgoingÌoff-hookÌandÌ(or)ÌwhenÌringingÌ

ÌÌ ÌFlashingÌledsÌcanÌbeÌactivatedÌwhenÌgoingÌoff-hookÌÌ
andÌ(or)ÌwhenÌringing

ÌÌ ÌAdjustableÌamplifiedÌspeaker
ÌÌ Ì2ÌauxiliaryÌdryÌcontactsÌtoÌactivateÌcameras,Ìlights,Ìetc.ÌÌ
whenÌgoingÌoff-hookÌandÌ(or)ÌwhenÌringing

ÌÌ ÌAdjustableÌringerÌvolumeÌ(6Ìsteps)ÌupÌtoÌ100ÌdB
ÌÌ ÌHearingÌaidÌcompatible
ÌÌ ÌEEPROMÌmemoryÌbackup

SIP
ÌÌ Ì1ÌSIPÌaccount
ÌÌ ÌPoEÌpoweredÌorÌwithÌexternalÌpowerÌsupplyÌ(included)
ÌÌ ÌAuto-provisionning,ÌautomaticÌfirmwareÌupdate
ÌÌ ÌWebÌinterfaceÌconfigurationÌDHCP-PPPOE-@StaticÌIP
ÌÌ ÌSecondÌfailoverÌSipÌserver
ÌÌ ÌNetworkÌaddressÌtranslationÌ(NAT)
ÌÌ ÌGetÌ@IPÌbyÌvoiceÌmenu
ÌÌ ÌAudioÌcodecsÌ:ÌG.711,ÌG.723,ÌG.726,ÌG.729
ÌÌ ÌQoS,ÌVAD,ÌCNG,ÌLECÌ–ÌPacketÌLossÌCompensation
ÌÌ ÌSNTPÌ–ÌAdministrator/UserÌpassword

Weatherproof and vandal resistant  
SIP security telephones.

SECURPHONE SIP

IP65

IK9



Description No keypad 
models

Models with 
keypad

NumberÌofÌbuttons 0-2ÌorÌ4 0ÌorÌ4

PoEÌorÌwithÌpowerÌsupplyÌ(included)   ✓   ✓

Keypad,ÌbuttonsÌandÌlabelÌdisplayÌ
backlightÌactivation   ✓   ✓

FlashingÌledsÌactivationÌ(off-hook,Ì
ringing)   ✓   ✓

KeypadÌwithÌBrailleÌdots     ✓

EepromÌmemoryÌbackup   ✓   ✓

HearingÌaidÌcompatible   ✓   ✓

Technical specifications No keypad 
models

Models with 
keypad

FlushÌorÌsurfaceÌmount   ✓   ✓

VandalÌresistantÌwithÌIK9Ìrating   ✓   ✓

IPÌ65ÌWeatherÌresistance   ✓   ✓

NaturalÌventilation ✓   ✓

2ÌauxiliaryÌdryÌcontacts   ✓   ✓

AmplifiedÌspeaker   ✓   ✓

AdjustableÌringerÌvolumeÌ(6Ìsteps)ÌÌ
upÌtoÌ100ÌdB   ✓   ✓

DimensionsÌ(mm)ÌFlushÌmount 290ÌxÌ120ÌxÌ56 290ÌxÌ120ÌxÌ56

DimensionsÌ(mm)ÌSurfaceÌmount 294ÌxÌ125ÌxÌ59 294ÌxÌ125ÌxÌ59

RedÌcolorÌ(optional)   ✓   ✓

SECURPHONE SIP
SECURPHONE SIP – 5 MODELS
ÌÌ ÌNoÌkeypad/HotÌlineÌcallÌ(automaticÌdiallingÌofÌoneÌprogrammedÌnumber)Ì
whenÌpickingÌupÌtheÌhandset

ÌÌ ÌNoÌkeypad,Ì2ÌorÌ4ÌmemoryÌbuttonsÌ
ÌÌ Keypad
ÌÌ ÌKeypadÌandÌ4ÌmemoryÌbuttons
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