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Typical applications 

• Traditional environments: offices, stores, agencies, home…

• Noisy environments: factories, warehouses, public locations…

• Quiet areas: recording studios, hospitals, libraries…

• To alert the hearing impaired…

Main features 

• Ringing on incoming call, with 6 ringer volume choice (up to 107dB) and 8 

customisable melodies, and selectable VIP ring tone

• Silent mode, ringing off

• Flashing light when ringing, with or without idle lighting

• Continuous lighting

• No lighting and no flashing

• Auxiliary dry contact

• 2 Ethernet ports Internet/PC (bridge/router)

Ringer Decibel SIP
Ringer and built-in flashing light

Description 

Electronic ringer with an extra loud signal (up to 107dB) and with a 

built-in high-intensity flashing light, to be connected on SIP networks 

(VoIP and ToIP servers).
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Security

• Administrator - User password

• TLS

Administration

• Web interface configuration 

• HTTP - FTP - TFTP - HTTPS autoprovisionning

• Automatic firmware update Specifications

• Current draw (max): 130 mA
• Desk or wall mountable
• Dimensions: 151 x 81 x 33 mm 
• Weight: 350 g

Ringer Decibel SIP
Ringer and built-in flashing light

SIP

• PoE - IEEE 802.3af powered

• SIP v2 (RFC 3261) protocol. Interoperability with most IPBX

• P2P mode

• DHCP - PPPoE - Static IP

• Network Address Translation (NAT)

• Second failover SIP server (DNS - Proxy)

• SNTP date and time synchronization

Easy to connect and adjust

The connection, the access to settings and adjustments do not  

require to open the case.


