
Description
 Ì Vandal resistant aluminium housing (IK9 rated)

 Ì  Tamper resistant proof screws, speaker grid protection 

 Ì IP65 weatherproof protection – perfect for outside installation

 Ì Flush or surface mount

 Ì Backlighted buttons, keypad and label display

 Ì Keypad with Braille dots

 Ì Models without keypad : from 1 up to 8 buttons

 Ì  Models with keypad and Compact model : from 1 up to 4 
buttons

Main features
 Ì  Automatic call of pre stored numbers when pressing 
memory buttons

 Ì  User friendly guidance with enlightened icons and 
digital voice announcement (complying with disabled 
help recommendations)

 Ì  Wide angle colour video camera allowing visitors 
monitoring (complying with disabled help 
recommendations) from a SIP videophone or a PC  
(a free video Pop-up software is included)

 Ì  Hearing aid induction coil

 Ì Adjustable door latch activation duration

 Ì Remote or local activation of 2 door latch relays

 Ì Exit button control (2)

Audio and video IP/SIP doorphone
Disabled compliant features

SECURACCESS SIP PMR



Description
Securaccess 

SIP PMR 
without 
keypad

Securaccess 
SIP PMR 

with keypad

Securaccess 
Compact SIP 
PMR without 

keypad

Number of call buttons 1, 2, 3, 4, 6 
or 8 1, 2, 3 or 4 1, 2, 3 or 4

Dimensions (mm) 295x125x53 
mm

295x125x53 
mm

205x130x43 
mm

Flush mount cut 
dimensions (mm)

232x101x42 
mm

232x101x42 
mm

165x112x33 
mm

Current draw (max) 400mA 400mA 400mA

Color Aluminium
(Red in option)

Aluminium
(Red in option)

Aluminium
(Red in option) S.A.S. HENRI DEPAEPE

75-77, rue du Pré-Brochet – BP 80107
95112 SANNOIS CEDEX – France
Tél. : +33 (0)1 30 25 81 60 
Fax : +33 (0)1 39 98 61 24
www.depaepe.com

SIP
 Ì 1 SIP account

 Ì Powered over the Ethernet (PoE) or with an optional power supply

 Ì SIP v2 compatible (P2P or IPBX system)

 Ì Web interface configuration

 Ì DHCP client – Static@IP

Audio
 Ì Codecs : G711, G722, G726, GSM - G729 with software licence

 Ì Microphone and speaker adjustments, echo cancellation

 Ì   Programmable calendar control management for memory buttons and 
door codes

 Ì  Choice of group call (up to 5 different numbers) for each memory button

 Ì  Chain dialling (up to 5 numbers) for each memory button

 Ì  Customized digital voice files can be saved on the micro SD card.

Video
 Ì Wide angle (110°) colour IP camera

 Ì Video streaming: H263, H264, JPG

 Ì Brightness adjustment of the night vision camera leds

 Ì  Recordable videos and images

Securaccess SIP PMR with camera – 14 Models  
 Ì  Securaccess SIP PMR without keypad – 6 models: 1, 2, 3, 4, 6 or  
8 dialling buttons

 Ì  Securaccess SIP PMR with keypad – 4 models: 1, 2, 3 or  
4 dialling buttons

 Ì  Securaccess Compact SIP PMR without keypad – 4 models:  
1, 2, 3 or 4 dialling buttons

SECURACCESS SIP PMR


